Z Roborock Robotic

Xiaomi Roborock S5 MAX

putek|u sucéjs-robots

LIETOTAJA ROKASGRAMATA

Pirms Roborock lietoSanas lddzam rupigi izlasit So rokasgramatu un saglabat to turpmakai atsaucei



Infomacija par drosibu

St ierice paredzéta tikai gridas tiridanai telpas. Lidzu, neizmantojiet to ard (pieméram, atvérta terasé), uz tddam virsmam, kas nav grida
(pieméram, uz divana), vai komerciala vai ripnieciska vidé.

Nelietojiet ierici uz paaugstinatas virsmas, kas nav norobezota ar barjeram (pieméram, béninos, atvérta terasé vai uz mébelu virsmam).
Nelietojiet ierici temperatlra, kas augstaka par 40 °C vai zemaka par 4 °C, vai ja uz gridas ir izlietas Skidras vai lipigas vielas.

Pirms robota lietoSanas aizvaciet no gridas visus vadus, lai, robotam darbojoties, tie netiktu vilkti apkart.

Lai ierice darba laika netiktu aizkavéts un sadursmes nebojatu vértigas mantas, pirms ierices ieslégSanas savaciet no gridas trauslus
priekSmetus un dazadus sikumus (pieméram, vazes un plastmasas maisinus).

So ierici nedrikst lietot personas (tostarp bérniem) ar samazinatam fiziskam, sensoram vai garigam spéjam vai kuram trikst zinasanu vai
pieredzes, ja vien tas neuzrauga persona, kas ir atbildiga par vinu drosibu, vai personas ir apmacitas lietot So ierici. Bérni ir jauzrauga, lai tie
nerotalatos ar So ierici.

So ierici var lietot bérni no 8 gadu vecuma un personas ar samazinatam fiziskim, sensoram vai garigam spéjam vai kuram trikst zina$anu, vai
pieredzes, ja tas tiek uzraudzitas vai tas ir apmacitas par drosu ierices lietoSanu un apzinas iespéjamo apdraudéjumu. Bérni nedrikst rotalaties
ar ierici. Beérni nedrikst veikt ierices tiriSanu vai apkopi bez uzraudzibas.

LGdzu, glabajiet galvenas birstes tiris8anas rikus bérniem nepieejama vieta.

Nenovietojiet uz puteklu slcéja-robota priekSmetus (taja skaita bérnus un majdzivniekus) neatkarigi no ta, vai tas darbojas vai né.

Sargajiet matus, brivu apgéerbu, pirkstus un visas paréejas kermena dalas no ierices atverém un kustigajam dalam.

Nelaujiet puteklu sticéjam-robotam parvietoties pa degosiem priekSmetiem (pieméram, nenodzéstam cigaretém).

Nelietojiet putek|u stcéju-robotu uz plaksnainiem paklajiem (tas var ari nepietiekami labi pildit savu funkciju uz atseviskiem tumsas krasas
paklajiem).

Neizmantojiet putek|u stGcéju-robotu, lai satiritu cietus vai asus objektus (pieméram, apdares gruzus, stikla lauskas un naglas).

Parvietojot putek|u sticéju-robotu, nesatveriet to aiz lazera uztverSanas sensora aizsarga, ierices vaka vai bufera.

Pirms ierices tiriS8anas vai apkopes darbu veikSanas ta ir jaizslédz, un stravas vads jaatvieno no kontaktligzdas.

Netiriet ierici ar slapju dranu vai skidrumu.

Neizmantojiet gridas uzmazgasanas moduli paklajiem.

Lietojiet ierici atbilstosi rokasgramatai. Jebkadus zaudéjumus vai bojajumus, kas radusies nepareizas lietosanas dél, sedz lietotajs.

Sis produkt satur baterijas, kuras aizvietot var tikai specialists.



Akumulators un uzlade

BRIDINAJUMS

Neladéjiet neuzladejamas baterijas!

Lai uzladetu akumulatoru, izmantojiet tikai nonemamo barosanas bloku Roborock CDZ0O8RR vai CDZ09RR, kas ietilpst ierices komplektacija.
Patvaligi neizjauciet, neremontéjiet un neparveidojiet akumulatoru vai uzlades staciju.

Neturiet uzlades staciju siltuma avotu (pieméram, plits) tuvuma.

Utilizacijas gadijuma, baterija ir jautilize atseviski, neutilizeéjiet bateriju ar parejam baterijam, nododiet to profesionaliem.

Pirms baterijas iznems3anas, ierice ir jaatvieno no stravas padeves.

Neslaukiet un netiriet ladétaja kontaktus ar slapju dranu vai slapjam rokam.

Ja ladétaja vads ir bojats, nekavéjoties partrauciet lietot ierici. Tas janomaina razotajam, razotaja servisa parstavim vai lidzigi kvalificetam
personam, lai izvairitos no iespéjama apdraudéjuma.

Nosttot puteklu stcéju-robotu, parliecinieties, ka tas ir izslegts. SUtiSanai iesakam izmantot originalo iepakojumu.

Ja puteklu stcéjs-robots netiks lietots ilgaku laiku, pilntba uzladéjiet to, péc tam izslédziet un uzglabajiet vésa un sausa vieta. Uzladéjiet to
vismaz reizi trijos ménesos, lai izvairitos no pilnigas akumulatora izlades.

Lai izpilditu RF iedarbibas prasibas, ierices darbibas laika ir jaievéro vismaz 20 cm attalums starp So ierici un personam. Lai nodrosSinatu
atbilstibu, darbibas, kas atrodas tuvak par $o attalumu, nav ieteicamas.

Saja produkta izmantota raiditdja antena nedrikst atrasties [idzas jebkurai citai antenai vai raiditajam.

Puteklu slcéja-robota bojajumu tabula
Komponents Bojajumi
Rokasgramata minéto funkciju atteice
lerice leslégSanas klime.
Galvenas birstes, sanu birstes, ventilatora vai galvena ritena darbibas traucéjumi.
Uzlades stacija Nespéja uzladeét ierici.

Stravas kabelis Elektroenergijas padeves traucéjumi uzlades stacijai.



lerices apraksts
lerice

&

O

Tirisanas/ ieslégsana, izslégsana
e Islaicigi nospiediet, lai saktu
tirisanu.
e Turiet nospiestu, lai ieslegtu vai
izslegtu.
Pogas krasu indikators
Balts: jauda 220%.
Sarkans: jauda <20%.
Léni mirgo: ladéjas vai ieslédzas.
Mirgo sarkana krasa: bridina par
klGmi

Atgrie$anas uzlades stacija /lerobeZota
laukuma tiriSana

e Islaicigi nospiediet, lai ierice
atgrieztos uzlades stacija

e Turiet nospiestu, lai  saktu
konkréta laukuma tiriSanu

Piezime:

e Nospiediet jebkuru pogu, lai
apturétu tirisanu, atgrieSanos
uzlades stacija vai laukuma
tirisanu.

Vaka fiksators



lerices apraksts
Piederumu saraksts

Uzlades stacija Mitrum izturigs paliktnis Stravas kabelis

Uzmazgasanas modulis Uzmazgasanas drana



lerices apraksts
Puteklu tvertne

lerice

> Putek|u tvertnes vaks

> Puteklu tvertnes

fiksators
° Wi-Fi indikators
® Mirgo léni: gaida savienojumu
e Mirgo atri: veido savienojumu
® Vienmerigi spid: izveidots
savienojums ar WiFi
> Filtrs

. Sistémas atiestatisana

> Ventilators

' Udens tvertnes fiksatos

* Skalrunis



lerices apraksts
lerice un sensori

> Sienas sensors

Uzlades sensors

> Daudz virzienu ritenis

Buferis

. Uzlades kontakti

Distances sensors

. Sanu birste
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> Galvenas birstes vaks

. Galvena birste



lerices apraksts
Uzmazgasanas modulis

o Uzmazgasanas dranas
sprauga

o Udens tvertnes aizbaznis » .

> Uzmazgasanas dranas

stiprinajums

. Udens filtrs

o Uzmazgasanas dranas
stiprinajuma fiksators

- Udens tvertne

» Uzmazgasanas drana

> Udens tvertnes fiksators )
o Stiprinasanas zona

Uzlades stacija

o Uzlades stacijas gaismas indikators

Signala parraidiSanas zona

 Stravas kabela savienojuma vieta

Uzlades kontakti

o Uzlades kontakti




Uzstadisana
lerices lietosana

1. Uzlades staciju novietojiet uz lidzenas virsmas, pret sienu,
piespraudiet kabeli elektropadevei.

Vairak ka 0.5m (1.6ft)
Vairak ka  1.5m (5ft)

Piezimes:
e Ap uzlades staciju atstajiet vismaz 0,5 m brivu laukumu katra
pusé un vairak neka 1,5 m prieksa
e Ja stravas kabeli atstajat karajoties ierice to var aizkert, uz
atvienot uzlades staciju no rozetes.
e Uzlades stacijas gaismas indikators ieslédzas, kad uzlades stacija

ir pieslegta elektropadevei, un izsledzas, kad notiek ierices
uzlade.

2. Piestipriniet uzlades staciju ar [Imlenti
Ar mitru dranu rlpigi notiriet vietu, kura tiks novietots uzlades stacija,
péc tam pielimgjiet to ar pievienoto abpuséjo [imlenti.

Abpuséja limlente

Piezimes:
e Divpuséjas lentes izmantosana uzlades stacijas nostiprinasanai
nav obligata.
e Ja nepiecieSams, |énam nonemiet abpuséjo Ilimlenti, lai
samazinatu limes parpalikumu.



UzstadiSana
lerices lietoSana

3. Nostipriniet mitrum izturigo paliktni
Kad uzlades stacija ir nostiprinats vieta, ar mitru dranu notiriet zonu uz
kuras atradisies mitrum izturigais paliktnis Mitrum izturiga paliktna
apaksa ir piestiprinata abpuséja limlente, nonemiet divpuséjas lentes
virsejo slani, un novietojiet paliktni uz gridas, ka paradits.

Piezime:
Novietojot uzlades staciju uz koka gridas, vienmér izmantojiet mitruma

izturigo paliktni.

4. leslegsana un uzlade
Nospiediet un turiet ieslégsanas pogu, lai ieslégtu ierici. Pagaidiet, l1dz
gaismas indikators deg vienmeérigi, un péc tam novietojiet ierici uzlades
stacija, uzladei. lerice ir aprikots ar augstas veiktspéjas litija jonu
akumulatoru. Lai saglabatu akumulatora veiktspéju, lietoSanas laika
ierici turiet uzladetu.

Krasas indikators apzimé
baterijas uzlades [Tmeni.
Balts: >20%

Sarkans: <20%

Piezime:
lerice var neieslégties, ja akumulatora uzlddes [imenis ir zems. Saja
gadijuma pievienojiet ierici uzlades stacijai.
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UzstadiSana
lzveidojiet savienojumu ar mobilo lietotni
5. lzveidojiet savienojumu ar mobilo lietotni (ieteicams)
1. Lejupieladéjiet Roborock vai Xiaomi Home lietoni
App Store vai Google Play mekléjiet “Roborock” vai skenéjiet QR kodu,
lai lejupieladétu un uzstaditu lietotni.

App Store vai Google Play mekléjiet “Xiaomi home” vai skengjiet QR
kodu, lai lejupieladétu un uzstadttu lietotni.

Bl
'I:'ﬁ__%l‘ .
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2. Atiestatiet WiFi

Atveriet augséjo vaku un atrodiet WiFi indikatoru.

Nospiediet un turiet ierobezota laukuma tiris8anas un uzlades taustinus,
atskan balss pazinojums "WiFi atiestatisana". WiFi gaismas indikators
lenam mirgo. Péc tam ierice gaidis savienojumu.

Piezime:
Ja mobilajam talrunim neizdodas izveidot savienojumu ar ierici, iericé
atiestatiet WiFi un pievienojiet to vélreiz, kad tas gaida savienojumu.
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3. Pievienot ierici
Lietotné augséja labaja stlrl pieskarieties “+” un pievienojiet ierici
izpildot noradijumus lietotné. Kad ierice pievienota, to varésiet atrast
ieriCu saraksta.
Piezimes:

e Taka notiek Xiaomi Home aplikacijas izstrade, faktiskais process
var nedaudz atskirties no iepriek$ aprakstita. Vienmer izpildiet
lietotné sniegtas instrukcijas.

o Tiek atbalstits tikai 2,4 GHz WiFi

» WiFi gaismas indikators
o Izslégts: Wifi izslégts
e Lénimirgo: gaida
savienojumu
e  Atri mirgo: veido
savienojumu
e leslégts: WiFi savienots



Uzstadisana 3. levietojiet Gdens tvertni

lerices lietoZana Slidiniet Gdens tvertni atpakal ierice lidz dzirdat klikski.

6. Gridas uzmazgasana
Piezime:
Lai mazinatu parmerigu netirumu uzkrasanos uz uzmazgasanas dranas,
pirms pirmas tirisanas reizes ieteicams vismaz tris reizes tas izsukt.

1. Nonemiet Gdens tvertni
Nospiediet Gdens tvertnes fiksatoru un iznemiet to no ierices.

4. levietojiet uzmazgasanas dranu
Samitriniet uzmazgasanas dranu un izspiediet to, Iidz ta beidz pilét.
levietojiet to moduli un cieSi nostipriniet to vieta.

2. Piepildiet Gdens tvertni
Atveriet Gdens tvertni, piepildiet un ciesi aizveriet to.

o Piezime:
P|e2|mes.. . B o ) o lzveidojiet virtualas barjeras vietas, kur nevélaties, lai ierice veiktu
e Lai novérstu koroziju vai bojajumus, Gdens tvertné nelietojiet uzmazgaanu.

tirisanas skidrumu vai dezinfekcijas lidzek|us.
e Nelietojiet karstu Gdeni, jo tas var izraisit tvertnes deformaciju.
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UzstadiSana
lerices lietoSana
5. levietojiet uzmazgasanas moduli iericé
Bidiet uzmazgasanas moduli gar Gdens tvertnes apaksu lidz dzirdat
klikski. Klikskis norada, ka modulis ir nofiksets.

Piezime:
Lai saglabatu ftiriSanas kvalitate, ieteicams, tiriSanas laika,
uzmazgasanas dranu izmazgat ik péc 60 minttém.

7. Pielagojiet tdens plismu
lzmantojiet mobilo lietotni, lai pielagotu Gdens plusmu.

© @ O

Low Medium High
WaterLevel Water Level Water Level

8. Saciet tirisanu

9. Nonemiet uzmazgasanas moduli
Kad ierice péc tiriSanas atgriezusies uzlades stacija, abas pusés
nospiediet fiksatorus un iznemiet moduli.

Piezimes:

e Novietojot uzlades staciju uz koka gridas, vienmér izmantojiet
mitruma izturigo paliktni.

e Peéctirisanas nonemiet uzmazgasanas moduli, izlejiet no Gdens
tvertnes atlikuSo Gdeni un iztiriet uzmazgasanas dranu, lai
izvairttos no peléjuma un smakas.

e Iznemot uzmazgasanas moduli, kad neveicat uzmazgasanu.

10. Nonemiet uzmazgasanas moduli no Gdens tvertnes
Piespiediet abus fiksatorus un nonemiet no Gdens tvertnes, ka paradits.

Uzlade ir pabeigta, kad gaismas indikators nomainas no elpojosa uz
vienmerigi baltu gaismu. Nospiediet tiriS8anas pogu vai izmantojiet
lietotni lai saktu tiriSanu
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LietoSanas instrukcija

leslégt/ Izslégt

Nospiediet un turiet ieslégsanas/ izslégsanas pogu, lai ieslégtu ierici.
leslégsies stravas indikators, un ierice parslégsies gaidisanas rezima. Ja
ierice atrodas dikstavé, nospiediet un turiet ieslégsanas/ izslégsanas
pogu, lai to izslegtu un beigtu pasreizéjo tirisanas ciklu.

Piezime:

lerici nevar izslégt, kad ta tiek ladéta.

Sakt tiriSanu

Piespiediet tiriSanas pogu, lai saktu tirit. lerice planos savu marsrutu
vadoties péc telpas kartes. Ta sadala telpas zonas, vispirms ta iezimes
zonas malas, tad piepildis to zigzag raksta, tadéjadi ierice iztira katru
zonu vienu péc otras.
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Piezimes:

e TiriSanu nevar sakt, ja akumulatora [imenis ir parak zems. Pirms
tirisanas atsaksanas |aujiet iericei uzladét bateriju.

e Pirms tiriSanas paceliet no gridas visus vadus (ieskaitot Uzlades
stacijas barosanas vadu), lai nezaudétu energiju vai nesabojatu
ierici vai vadus.

e Ja tirnSana tiek pabeigta 10 minGSu laika, tirisana atsakas
automatiski.

e Ja akumulators izladéjas, pirms tiriSana pabeigta, ierice
atgriezisies uzlades stacija, lai veiktu papild-ladésanu, un péc
tam atsak tiriSanu no vietas, kur ta tika partraukta.

Pauze

Kad ierice veic tirisanu, nospiediet jebkuru pogu, lai tiriSanu apturétu.
Nospiediet ieslégsanas/ izslégsanas pogu, lai turpinatu tirisanu, vai
atgriezties uzlades stacija pogu, lai partrauktu tirisanu, un nositiet to
atpakal uz ladésanas staciju.

Piezimes

Manuala ierices novietoSanas uzlades stacija partrauks pasreizéjo
tirisanas ciklu.

Miega reZzims
Ja ierice ir neaktiva ilgak par 10 minutém, ierice automatiski paries
miega reZima. Jaudas indikators mirgos ik péc dazam sekundém.
Nospiediet jebkuru pogu, lai pamodinatu ierici.
Piezimes:
e lerice nenonak miega reZima, kamer ta atrodas uzlades stacija.
e lerice automatiskiizslégsies, ja ta miega reZima atrodas ilgak par
12 stundam.



LietoSanas instrukcija

Uzlade

Automatiskais rezims: péc tirisanas ierice automatiski atgriezas uzlades
stacija.

Manuals: ja ierice ir apturéta, nospiediet uzlades pogu , lai nosGtitu
ierici atpakal uz uzlades staciju. Stravas indikators elpo, kad notiek
uzlade.

Piezime:

Ja ierice nevar atrast uzlades staciju, ta atgriezisies
sakumpunkta. Manuali novietojiet ierici uzlades stacija uzladei.

pédeja

K|Gda
Ja ierices tirisanas laika rodas kltda, mirgo sarkans gaismas indikators
un atskanés balss signals. Risinajumus skatiet problému novérsanas
tabula.
Piezimes:
e Péc 10 mindsu bezdarbibas klidas stavokll ierice automatiski
paries miega rezZima.
e lerices atgrieSana uzlades stacija klddas stavokli apturés
pasreizéjo tirisanas ciklu.

Atiestatit WiFi

Ja mobilais talrunis nevar izveidot savienojumu ar ierici péc WiFi ritera
konfiguracijas izmainam, aizmirstas paroles vai kada cita iemesla dé|,
atiestatiet WiFi. Atveriet augs$éjo vaku, zem ta atrodas WiFi indikators,
péc tam nospiediet un turiet ierobezota laukuma tirisanas un uzlades
pogu, lidz atskan balss pazinojums “WiFi atiestatiSana”. Atiestatisana ir
pabeigta, kad WiFi indikators [Enam mirgo, ierice gaida savienojumu.
Piezime:

Ja savienojumam nepiecieSamais laiks parsniedz vienu stundu, WiFi tiks
automatiski izslegts. Jums ir nepiecieSams atkartoti izveidot
savienojumu, atiestatiet WiFi un méginiet vélreiz.
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lerobeZota laukuma tiriSana

GaidiSanas reZima vai pauzes rezima nospiediet ierobezota laukuma
tirisanas pogu, lai saktu ierobeZota laukuma tirisanu. lerice tiris 1.5m x
1.5m kvadratu, no ta sakuma punkta. Péc tirisanas ierice atgriezisies
sakuma punkta.

= 1.5m >|

Yy

Piezime:
Nospiezot jebkuru pogu tiks partraukta ierobeZota laukuma tirisana.



LietoSanas instrukcija
Atsevisku telpu tirisana
Lietotne izvelieties vienu vai vairakas telpas, kuras vélaties iztirit.

C

Piezimes:
e lai varéetu izmantot So funkciju, jabut izveidotai pilnai telpu
kartei un ieslegtam kartes saglabasanas rezZimam.
e TiriSanas laika robots var ieklit arT neatzimétajas telpas.
Savaciet no gridas visus Skérs|us ari neizvélétajas telpas.

Planot tirisanu
lzmantojiet mobilo lietotni, lai ieplanotu tirisanu. Péc katras tiriSanas ta
atgriezisies uzlades stacija.
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Zonu tiriana

Péc nepiecieSamibas lietotné zimejiet TpasSas zonas mérktiecigai
tirisanai.

Piezime:

TiriSanas laika robots var iek|Gt arT neatzimétajas zonas. Savaciet no
gridas visus Skérs|us art neizvélétajas zonas.

Pin n Go
Lietotné novietojiet mérki karté, un ierice virzisies uz izvéléto vietu.

Tiri8anas rezims
lzmantojiet lietotni lai izvélétos kluso, [1dzsvaroto, spécigo vai maksimalo
ierices stikSanas reZimu. Rezims lidzsvarotais ir nokluséjuma iestatijums.

Neiztraucéjiet (DND) rezims

Kad tiek aktivizeéts (DND) rezims, aktivais tiriSanas cikls tiks pabeigts,
netiks atskanoti balss pazinojumi un stravas indikatora gaisma bus
blava. DND reZims automatiski ir iestatits no 22:00 lidz 08:00. Varat
izmantot mobilo lietotni, lai izslegtu DND reZimu vai mainitu ta laiku.



LietoSanas instrukcija
Aizliegtas zonas / Virtualas barjera/ Neuzmazgajamas zona
lzmantojiet lietotni, lai iestatitu aizliegtas zonas / virtualas barjeras /
neuzmazgajamas zona
TiriSanas laika ierice neiebrauks attiecigajas zonas un zonas, kuras ir
aizzimogotas ar virtualam barjeram.
Neuzmazgajamas zonas tiek aktivizétas tikai tad, kad ir ievietots
uzmazgasanas modulis.
Piezimes:
e lai izmantotu aizliegtas zonas un virtualas barjeras, lietotné ir
jaiesleédz “kartes saglabasanas rezims”.
e So funkciju var izmantot tikai tiridanas zonu iestatidanai.
Nelietojiet to, lai nelautu robotam ieklUt bistamas zonas.
e Parvietojot robotu vai mainot majas vidi, karte var klat
nepareiza un izdzest virtualo barjeru un aizliegto zonu
iestatijumus.

o—o——
Virtuala barijera

Aizliegtra zona Neuzmazgajama zona
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Citas lietotnes funkcijas

Reallaika kartes o lerices atrasanas
L Paklaju tirisana ,
atjauninajumi vieta
TiriSanas rezimu lerices aksesuaru .
. ) i DND rezims
maina nomainas grafiks
TiriSanas vesture lerices talvadiba
- . - Programmaturas
lerices balsis lerices statuss ; o
atjauninajumi
Piezime:

Ta ka Xiaomi Home lietotne tiek pilnveidota, tas funkcijas un citas
detalas var atskirties.

Uzpildit Gdens tvertni vai iztirit uzmazgasanas dranu

Lai pievienotu Udeni vai iztiritu uzmazgasanas dranu, nospiediet
jebkuru pogu, lai apturétu robotu un nonemiet tiriSanas moduli. Péc
ddens pievienoSanas vai uzmazgasSanas dranas iztirisanas atkartoti
uzstadiet tiriSanas moduli un nospiediet tirisanas pogu, lai turpinatu.



LietoSanas instrukcija Apkope

Uzlades stacija Galvena birste

Novietojiet uzlades staciju uz lidzenas gridas, ap uzlades staciju atstajiet * Tirtt iknedelu.

vismaz 0,5 m brivu laukumu katra pusé un vairak neka 1,5 m priekéa Apgrieziet ierici un nospiediet fiksatoru, lai nonemtu galvenas birstes

iespraudiet stravas kabeli rozeté. Lai izmantotu Xiaomi Home lietotnes vaku. . o . N .
funkcijas novietojiet uzlades staciju WiFi tikla zona. 2. Iznemiet galveno birsti, nonemiet un notiriet gultni.

— 3. Pagrieziet noraditaja atblokésanas virziena un nonemiet galveno

birstes vaku.

4. lzmantojiet komplektacija ietilpstoso birstes tiris8anas instrumentu, lai
nonemtu visu, kas sapinies galvenaja birsté vai tas gultni.

5. Atkartoti uzstadiet galvenas birstes vaku un galvenas birstes gultni,
pagrieziet to, lai tas bltu noblokéts.

6. Atkartoti uzstadiet galveno birsti un galvenas birstes vaku,
parliecinieties, ka vaka fiksatori ir vieta.

=

Uztverejs c

Vairak ka 0.5m(1.6ft)

Vairak ka  0.5m(1.6ft)

—0 Atverts

" Aizvérts

- Galvenas birstes vaks

Vairakka 1 5m(5ft)

- | o Fiksators
Piezime: L N Galvena birste
Nenovietojiet uzlades staciju tie3os saules staros. Neblokgjiet uzlades Novietojumaindikators
staciju, jo tas var traucét iericei atgriezties uzlades stacija. Galvenas birstes gultnis - .g;f&\,‘ Galvenss birstes

vacins

Piezime:
Labakai tirisanai ieteicams nomaintt galveno birsti ik pec 6-12
meénesiem.
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Apkope 2. Atveriet tvertni ka noradits, izberiet atkritumus.

-—V

Izmantojiet galvenas birstes tiriSanas riku
Izmantojiet rika asmeni, lai nogrieztu suka sapinusos matus un notiritu
birstes sarus.

lzmazgajiet filtru
* Tirit katru otro nedéju

1. Atveriet putek|u tvertnes vaku ka noradits, izberiet atkritumus.

Piezime: o
Ja ir daudz matu vai ja mati ir cieSi sapinusies, tos uzmanigi nonemiet,
lai nesabojatu birsti.

Putek|u tvertne un filtrs
* Tirit katru nedéju

1. Atveriet augséjo vaku, nospiediet fiksatorus un iznemiet
puteklu tvertni
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Izmazgajiet filtru
* Tirit katru otro nedéju

2. Piepildiet puteklu tvertni ar tiru Gdeni un aizveriet tas vaku.
Pakratiet tvertni, tad izlejiet netiro Gdeni.

Piezime:
Lai izvairitos no aizsprostojumiem, izmantojiet tiru ddeni, bet tirisanas
[idzekliem.

3. lIznemiet filtru un izskalojiet to ar tiru Gdeni.

Piezime:
Lai izvairitos no bojajumiem, neaiztieciet filtru ar rokam vai asiem
priekSmetiem.
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4. lzskalojiet filtru atkartoti, izkratiet filtru kartigi , lai iztiritu péc
iespéjas vairak netirumu.

5. Pirms filtru ieviet(')jié't atpakal, laujiet tam izz(t.
Piezime:
Pirms lietoanas rpigi izZavéjiet filtru. (Zavéjiet vismaz 24 stundas.)

Baterija

lerice ir aprikota ar iebdvétu augstas veiktspéjas litija jonu bateriju
komplektu. Lai saglabatu akumulatora veiktspéju, robotu turiet
uzladetu.

Piezime:

Ja ierice ilgsto$i netiks izmantota, izsleédziet to un uzladgjiet to vismaz
reizi trijos méenesos lai izvairitos no akumulatora bojajumiem, kurus var
izraisit parmériga izlade.

Uzlades stacija

* Tiriet reizi ménest

lzmantojiet mitru, mikstu dranu, lai notiritu uzlades staciju un uzlades
punktus.



Apkope Uzmazga3anas drana.

* Tiriet péc lietoSanas

Sanu birste . —y - —y
1. Nonemiet uzmazgasanas dranu no uzmazgasanas modula.

1. Apgrieziet ierici un atskrivéjiet sanu birstes skravi.
2. Nonemiet un iztiriet sanu birsti.
3. Uzlieciet atpakal sanu birsti un pievelciet skravi.

2. lztiriet uzmazgasanas dranu un izzavéjiet to.
Piezimes:
e Netira uzmazgasanas drama ietekmes tiriSanas kvalitati. lztiriet
uzmazgasanas dranu pirms lietoSanas.
e Laisaglabatu tirisanas kvalitati, atjaunojiet uzmazgasanas
dranu ik péc 3-6 ménesiem.

Piezime:
Lai saglabatu tirisanas kvalitati, atjaunojiet sanu birsti ik péc 3-6
meénesiem.

Udens tvertne
* Tirit péc nepiecieSamibas
1. Atveriet Gdens tvertni.
2. lzskalojiet tvertnes iepltdes filtru.
3. Piepildiet Gdens tvertni ar Gdeni, pakratiet to, tad izlejiet netiro
adeni.
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Apkope

Daudz virzienu ritenis.

* Tiriet péc nepiecieSamibas.
1. Apgrieziet ierici.

2. lzmantojiet nelielu skrivgriezi, lai izgrieztu asi un nonemtu riteni.
3. Noskalojiet asi un riteni ar deni, lai notiritu matus un netirumus.
4

Nosusiniet un ievietojiet riteni atpaka) vieta.
Ritenis o

Ass

Atbalsta ramis

Sistémas atiestatiSana
Atiestatiet ierici, ja ierices pogas nereagée vaiierici nav iespéjamsizslégt,
nospiediet atiestatiSanas pogu. lerice restartésies péc atiestatisanas.

I Sistémas atiestatiSana atiestatis visus ierices uzstadijumus ( ieplanoto
tirisanu, WiFi u.c.)

Atjaunot rupnicas iestatijumus

Ja problémas pastav péc sistémas atiestatisanas, ieslédziet un turiet
nospiestu atiestatiS8anas pogu. Kamér atiestatiS8anas poga nospiesta,
nospiediet uzlades pogu, lidz atskan balss pazinojums “Atjauno
rdpnicas iestatijumus”. lerice atjaunos rlpnicas iestatijumus.
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Sensori

* Tiriet reizi ménest

lzmantojiet mikstu, mitru dranu, lai notiritu visus sensorus:
1. 4 3kerslu sensorus, ierices apkasa
2. Sienas sensoru
3. Uzlades elementus, ierices apaksa

Skérg|u sensori

Daudzvirzienu ritenis

Uzlades elementi
Sanu birste

Sienas sensors

Programmaturas atjauninajumi
lzmantojiet lietotni, lai atjauninatu programmatdru. Pievienojiet ierici
uzlades stacijai, pirms atjauninasanas, parliecinieties, ka baterijas
uzlades limenis ir vairak ka 20%.



Vides aizsardzibas apraksts
Akumulatora iznemsana
* Stinformacija attiecinama ierices utilizacijas gadijuma, un ta nav jaievéro ikdienas darbibas.
Kimiskas vielas, kas atrodas $i izstradajuma iebdvetaja litija jonu akumulatora, var izraisit vides piesarnojumu. Pirms ierices utilizacijas iznemiet
akumulatoru un nogadajiet to profesionala akumulatoru parstrades ripnica centralizétai iznicinasanai.
1. Lietojiet ierici, ITdz pilnigai akumulatora izladei, lidz ta nespéj tirit, nodrosinot, ka ta nepieslédzas pie uzlades stacijai.
Izsledziet ierici.
3. Noskravéjiet akumulatora vacinu.
4. Nonemiet akumulatora parsegu.
5. Nospiediet skavu, lai izvilktu akumulatora savienotaju un iznemtu akumulatoru.
Piezime:
e Pirms akumulatora iznemsanas parliecinieties, ka tas ir pilniba iztukSots. Neméginiet iznemt akumulatoru, ja robots ir pievienots uzlades
stacijai.
e Iznemiet visu akumulatoru. Nesabojajiet akumulatora apvalku, lai izvairitos no Tssavienojumiem vai bistamu vielu nopltdes.
e Ja nejausi nonakat kontakta ar akumulatora skidrumu, ripigi noskalojiett to ar Gdeni un nekavéjoties meklgjiet medicinisko palidzibu.
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lerices parametri
lerice

Nosaukums Parametri

Modelis roborock S5 Max

lzmers 353X350X96.5mm

Baterija 14.4V/5200mAh litija baterija
Svars Aptuveni 3.5 kg

Bezvadu savienojums

WiFi Smart Connect

Nominalais spriegums

14,4 VDC

Nominala jauda

58W
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Uzlades stacija

Nosaukums Parametrs

Modelis CDZ11RR vai CDZ12RR
lzmers 151X130X98mm
Nominala jauda 28W

Sprieguma ieeja 100-240 VAC
Sprieguma izeja 20VDC 1.2A
Frekvence 50-60HZ




WiFi specifikacija

Serviss

Protokols

Frekvences diapazons

Maksimala jauda

WiFi

802.11b/g/n

2400-2483.5 MHz

<20dBm
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Probléemu novérsana

Ja ierices tiri8anas laika rodas k|Gda, gaismas indikators mirgo sarkana krasa un atskan balss pazinojumes.

Problema

Risinajums

1. k|Gda: pagrieziet lazera galvuy, lai
parbauditu, vai ta griezas brivi.

LDS iekarta ir iestregusi. Nonemiet visus priekSmetus, kas to bloke, péc tam parvietojiet ierici
citur un restartejiet to.

2. kluda: notiriet un viegli piesitiet buferim.

Buferis ir iestrédzis. Atkartoti pieskarieties buferim, lai atklatu iestrégusos priekSmetus. Ja
nekas neizkrit, parvietojiet robotu uz jaunu vietu un restartéjiet.

3. kluda: parvietojiet ierici uz jaunu vietu un
restartejiet.

Ritenis ir iestrédzos. Parvietojiet ierici uz jaunu vietu un restartéjiet.

4. k|Gda: noslaukiet skérslu sensorus,
parvietojiet ierici prom no malam un
restartejiet to.

lerice ir apturéta. Parvietojiet to uz jaunu vietu un restartéjiet. Ja probléma
saglabajas, notiriet $kergJu sensorus. So klGdu var izraisit ari netirs $kérg|u sensors.

5. kluda: nonemiet galveno birsti un notiriet
gan birsti un gultni.

Galvena birste var bt sapinusies. Nonemiet un notiriet to.

6. klida: nonemiet un notiriet sanu birsti.

Sanu birste var bt sapinusies. Nonemiet un notiriet to.

7. klada: iznemiet visu, kas iestrédzis
galvenajos ritenos péc tam parvietojiet ierici
uz jaunu vietu un restartejiet..

Galvenie riteni var bt iestréegusi. Nonemiet un notiriet tos

8. kluda: nonemiet visus skers|us.

lerice var bat iestrégusi. Nonemiet apkart esoSos skéers|us

9. kluda: uzstadiet atkritumu tvertni un
filtru.

Atkartoti uzstadiet atkritumu tvertni un filtru un parbaudiet, vai tie ir pareizi uzstadtti. Ja
probléma joprojam pastav, méginiet nomainit filtru.

10. klGda : filtrs ir mitrs vai aizséréjis.

Filtrs nav pilniba sauss. Zavéjiet filtru vismaz 24 stundas. Filtru iespéjams ir nepiecie$ams iztirit.
Ja probléma joprojam pastav, nomainiet filtru.

11. klGda : augstas intensitates magnétiskais
lauks. Parvietojiet ierici prom no
magnétiskas lentes un restartéjiet.

Robots ir parak tuvu magnétiskajai lentei un nevar uzsakt darbu. Parvietojiet to uz jaunu vietu
un restartéjiet.
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Problému novérsana
Jaierices tiriSanas laika rodas k|Gda, gaismas indikators mirgo sarkana krasa un atskan balss pazinojumes.

12. klGda: akumulatora uzlades [imenis ir Zems akumulatora limenis. Pirms lietoSanas uzladéjiet.

parak zems. Pirms lietoSanas uzladéjiet.

13. klGda: uzlades klada. Notiriet uzlades lzmantojiet mitru, mikstu dranu, lai notiritu ierices un uzlades stacijas uzlades kontaktus.
kontaktus.

14. klGda: akumulatora k|tda. Akumulatora temperatdra ir parak augsta vai parak zema. Pagaidiet, [idz ta normalizéjas.
15. klGda: notiriet sienas sensoru. Sienas sensoru bloké putekli, notiriet to.

16. klGda: ierice ir sasverusies. Novietojiet to lerice ir sasvérusies. Novietojiet to uz lidzenas virsmas un restartéjiet.

uz lidzenas virsmas un restartéjiet.

17. klGda: sanu birstes modula k|tda. Sanu birstes modulTir k|Gda. Atiestatiet sistému.

Atiestatiet sistemu.

18. klGda: vakuuma ventilatora klGda. Vakuuma ventilatoram ir k|Gda. Atiestatiet sistému.

Atiestatiet sistemu.

22. klGda: netirs uzlades stacijas uztverejs. Uzlades stacijas signalu bloke putekli. Notiriet to un méginiet vélreiz.

Notiriet un méginiet vélreiz.

23. klGda: L4dzu, notiriet uzlades stacijas Uzlades stacijas signalu bloke putekli. Notiriet to un méginiet vélreiz.

signala uztvergju

24. kltda: Uztverta virtuala barjera vai Parvietojiet robotu prom no aizliegtas zonas vai virtualas barjeras un méginiet vélreiz.

aizliegta zona. Parvietojiet ierici uz jaunu vietu

un restartéjiet.

26. klGda notiriet sienas sensoru Sienas sensors ir netirs, notiriet to.

lekseja k|tda. Nepareiza darbiba ieksejas k|idas del. Atiestatiet sistemu
Piezime: Sisteémas atiestatiSana var neatrisinat visas problémas.
Ja probléma joprojam pastav péc ieprieks tabula sniegto ieteikumu izmantosanas, ltdzu, sttiet e-pastu misu servisa komandai: Atbalsts ASV / arpus
Eiropas: support@roborock.com Eiropa Atbalsts: support@roborock-eu.com
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Visbiezak uzdotie jautajumi

Probléma

Risinajums

lerice neieslédzas

Baterijas uzlades Ilimenis ir zems. Novietojiet ierici uz ladéSanas stacijas, lai pirms lietoSanas to uzladeéetu.
Akumulatora temperatira ir parak zema vai parak augsta. lzmantojiet ierici tikai no 4—40 ° C (39-104 ° F)
diapazona.

lerice neladéjas

Ja uzlades stacija nesanem stravu, parbaudiet, vai stravas kabela abi gali ir pareizi pievienoti. Ja kontakts ir slikts,
notiriet uzlades stacijas un ierices uzlades kontakta vietas. Jauda ieslégta, kad iedegas stravas indikators

Léna uzlade

Ja ierice tiek izmantota augsta vai zema temperattra, tas automatiski samazina uzlades atrumu, lai paildzinatu
akumulatora darbibas laiku. Uzlades kontaktu laukumi var bt netiri. Tos notiriet ar sausu dranu

lerice nevar sasniegt uzlades
staciju

Ap uzlades staciju ir parak daudz skérslu. Nonemiet Skérslus vai parvietojiet uzlades staciju. lerice ir parak talu no
uzlades stacijas. Novietojiet to tuvak un meéginiet vélreiz.

Neparasta uzvediba

Restartejiet ierici.

Troksnis tirisSanas laika

lespéjams, ir iespridusi galvena birste, sanu birste vai galvenie riteni. Izslédziet robotu un iztiriet tos. Ja daudz
virziena ritenis ir iestrédzis, iztiriet to.

Slikta tiriSanas kvalitate

Puteklu tvertne ir pilna un ta ir jaiztukso. Filtrs ir blokéts un ir jaiztira. Galvena birste ir netira, ta ir jaiztira

lerice nepieslédzas WiFi tiklam

WIFl ir izslegts. Atiestatiet WIFI un méginiet vélreiz. WiFi signals ir vajs. Parliecinieties, ka ierice atrodas vieta, kur
ir laba WIFI signala uztversana. Slikts WIFI savienojums. Atiestatiet WiFi, peéc tam lejupieladgjiet jaunako mobilo
lietotni un méginiet vélreiz. Nevar izveidot savienojumu ar WIFI. Var bt k|tda rGtera iestatijumos. Lai novérstu
traucéjumus, sazinieties ar Roborock klientu apkalpo$anas centru.

leplanota tirisana nedarbojas

Parak zems baterijas uzlades [imenis. Planoto tirisSanu var sakt tikai tad, kad akumulatora uzlades [Tmenis
parsniedz 20%.

Vai atrodoties uzlades stacija
ierice patere elektribu?

lerice patérés energiju, kameér tas ir uzlades stacija, lai uzturétu akumulatora veiktspéju, tacu energijas patéerins ir
arkartigi mazs.

Vai pirmas tris reizes ierice ir
jauzlade vismaz 16 stundas?

Né. lerici var izmantot jebkura laika péc tam, kad tas vienreiz ir pilntba uzladets.

Uzmazgasanas laika nav vispar
vai ir loti maz Gdens.

LGdzu, parbaudiet, vai Gdens tvertné ir Gdens, izskalojiet uzmazgasanas dranu, nomainiet filtru vai izpildiet
lietotaja rokasgramata sniegtos noradijumus, lai pareizi uzstaditu uzmazgasanas dranu.

TiriSana neturpinas péc
atkartotas uzlades

Parliecinieties, ka ierice neatrodas DND reZzima. DND rezims novérsis tirisanas turpinasanu. Tirot vietu, kur
nepiecieSama papildu uzlade, ja ierice pirms automatiskas uzladesanas tika manuali novietota uzlades stacija, ta
nevares turpinat tirisanu.
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lerice nevar atgriezties uzlades
stacija péc ierobezotas vietas
tirisanas vai péc tam, kad ta ir
manuali parvietota.

Pec ierobeZotas vietas tirisanas vai nozimigam vietas izmainam ierice atkartoti generés karti.
Ja uzlades stacija atrodas parak talu, ta, iespéjams, nevares atgriezties uzladei, tad ta manuali janovieto uzlades
stacija.

lerice izlaiZ punktus

lespejams Skérslu sensors ir netirs, notiriet to ar mikstu, mitru dranu.

NepiecieSams ilgs laiks, lai
uzpilditu Gdens tvertni

Filtrs iespéjams ir blokéts un to nepiecieSams iztirit.
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EU Declaration of Conformity

Hereby we:
Name of manufacturer Beijing Roborock Technology Co.,Ltd.
P —_— Floor6, Suite6016, 6017, 6018, BuildingC, Kangjian Baosheng Plaza,
No.8 Heiquan Road, Haidian District, Beijing, PR.CHINA

declare that this DoC is issued under our sole responsibility and that the products:

Product description Robotic Vacuum Cleaner and Accessories

Type(model) designation(s) S5 Max

are in conformity and verified through testing with the provision of the following EU directives:

RED Directive 2014/53/EU 1.Household and similar electrical appliances-Safety-Part 1: General requirements
Article 3.1 a): Safety&Health 2.Household and similar electrical appliances-Safety-Part 2-2: Particular requirements for
1. EN 60335-1:2012 + A11:2014 + AC:2014 vacuum cleaners and water suction cleaning appliance

+A13:2017 3.Assessment of electronic and electrical equipment related to human exposure
2. EN 60335-2-2:2010 + A11:2012 + A1:2013 restrictions for electromagnetic fields (0 Hz - 300 GHz)
3. EN 62311:2008 4 Measurement methods for electromagnetic fields of household appliance and similar

4. EN 62233:2008 apparatus with regard to human exposure
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EU Declaration of Conformity

are in conformity and verified through testing with the provision of the following EU directives:

RED Directive 2014/53/EU
Article 3.1 b): EMC

Draft EN 301 489-1V2.2.0
Draft EN 301 489-17V3.2.0
EN 55014-1:2017

EN 55014-2: 2015

EN 61000-3-2: 2014

EN 61000-3-3: 2013

o Uk WN =

1.Electromagnetic Compatibility (EMC) standard for radio equipment and services; Part 1:
Common technical requirements; Harmonized Standard covering the essential
requirements of article 3.1(b) of Directive 2014/53/EU and the essential requirements of
article 6 of Directive 2014/30/EU

2 Electromagnetic Compatibility (EMC) standard for radio equipment and services; Part 17:
Specific conditions for Broadband Data Transmission Systems; Harmonized Standard
covering the essential requirements of article 3.1(b) of Directive 2014/53/EU

3.Electromagnetic Compatibility-Requirements for household appliances, electric tools and
similar apparatus Part 1: Emission

4.Electromagnetic compatibility - Requirements for household appliances, electric tools and
similar apparatus Part 2: Immunity - Product family standard

5.Electromagnetic compatibility (EMC) - Part 3-2: Limits - Limits for harmonic current emissions
(equipment input current < 16 A per phase).

6.Electromagnetic compatibility (EMC) - Part 3-3: Limits - Limitation of voltage changes, voltage
fluctuations and flicker in public low-voltage supply systems, for equipment with rated
current < 16 A per phase and not subject to conditional connection.

RED Directive 2014/53/EU
Article 3.2: Radio Spectrum
EN 300328 V2.1.1

Wideband transmission systems; Data transmission equipment operating in the 2,4 GHz
ISM band and using wide band modulation techniques; Harmonized Standard covering
the essential requirements of article 3.2 of Directive 2014/53/EU

RoHS Directive 2011/65/EU
EN50581:2012

Technical documentation for the assessment of electrical and electronic products with
respect to the restriction of hazardous substances

Product description

Charging Dock and Accessories

Type(model) designation(s)

Charging Dock , model: CDZ11RR or CDZ12RR

31



EU Declaration of Conformity

are in conformity and verified through testing with the provision of the following EU directives:

Low Voltage Directive 2014/35/EU

1. EN 60335-1:2012 + A11:2014+AC:2014+A13:2017
2. EN 60335-2-29:2004 + A2:2010+A11: 2018

3. EN 62233:2008

1.Household and similar electrical appliances-Safety-Part 1: General requirements

2.Household and similar electrical appliances-Safety-Part 2-29: Particular requirements
for battery chargers

3.Measurement methods for electromagnetic fields of household appliance and similar
apparatus with regard to human exposure

EMC Directive 2014/30/EU

1. EN 55014-1:2006+A1+A2
EN 55014-1:2017

2. EN 55014-2: 2015

3. EN61000-3-2: 2014

4. EN 61000-3-3: 2013

1.Electromagnetic Compatibility-Requirements for household appliances, electric tools
and similar apparatus Part 1: Emission

2.Electromagnetic compatibility - Requirements for household appliances, electric tools
and similar apparatus Part 2: Immunity - Product family standard

3.Electromagnetic compatibility (EMC) - Part 3-2: Limits - Limits for harmonic current
emissions (equipment input current < 16 A per phase).

4 Electromagnetic compatibility (EMC) - Part 3-3: Limits - Limitation of voltage changes,
voltage fluctuations and flicker in public low-voltage supply systems, for equipment
with rated current < 16 A per phase

RoHS Directive 2011/65/EU
EN50581:2012

Technical documentation for the assessment of electrical and electronic products with
respect to the restriction of hazardous substances

Person responsible for making this declaration:

Printed name: Rui.Shen
Position/Title: Quality Director
Signature: 2N . Shen..
Date of issue: Dec.30.2019

Place of issue: Floor 6, Suite 6016, 6017, 6018, Building C, Kangjian Baosheng Plaza,
No. 8 Heiquan Road, Haidian District, Beijing, P.R. CHINA
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WEEE Information

Correct Disposal of this product . This marking indicates that this product should not be disposed with other household
wastes throughout the EU. To prevent possible harm to the environment or human health from uncontrolled waste disposal,
recycle it responsibly to promote the sustainable reuse of material resources. To return your used device, please use the
return and collection systems or contact the retailer where the product was purchased. They can take this product for
environmental safe recycling.

Korrekte Entsorgung dieses Produkts Innerhalb der EU weist dieses Symbol darauf hin, dass dieses Produkt nicht Uber den
Hausmull entsorgt werden darf. Altgerate enthalten wertvolle recyclingfahige Materialien, die einer Wiederverwertung
zugefuhrt werden sollten und um der Umwelt bzw. der menschlichen Gesundheit nicht durch unkontrollierte Mullbeseitigung
zu schaden. Bitte entsorgen Sie Altgerate deshalb Uber geeignete Sammelsysteme oder senden Sie das Gerat zur
Entsorgung an die Stelle, bei der Sie es gekauft haben. Diese wird dann das Gerat der stofflichen Verwertung zufihren.
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Warranty Information

Warranty Information

The seller provides warranty in accordance with the legislation of the customer's own country of residence, with a minimum of
1 year,starting from the date on which the appliance is sold to the end user.

The warranty only covers defects in material or workmanship.

The repairs under warranty may only be carried out by an authorized service centre. When making a claim under the
warranty, the original bill of purchase (with purchase date) must be submitted.

The warranty will not apply in cases of:

Normal wear and tear

Incorrect use, e.g. overloading of the appliance, use of non-approved accessories Use of force, damage caused by external
influences Damage caused by non-observance of the user manual,

e.g. connection to an unsuitable mains supply or non-compliance with the installation instructions

Partially or completely dismantled appliances.

Laser Safety

The laser distance sensor of this product meets the standards for Class I Laser Products in IEC 60825-1:2014 and will not
generate hazardous laser radiation.
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